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Slide rack 

Screenshot 1. LiƩle Dipper Program for SomaWash 

Bath 1 
Wash Buffer 1 for CGH Arrays  

670 ml @ RT 

Equipment 
ConfiguraƟon 
• Little Dipper Processor for Agilent/Somalogic 

SciGene cat. #1080‐40‐1 (115V) / 1080‐40‐2 (230V) 

• 4x Standard baths  
SciGene cat. #1080‐10‐1 

• 1x Slide rack, 12 posiƟon for 3 inch slides 
SciGene cat. #1080‐20‐1 

• 3x SƟr bars for baths 

 

Reagents Needed 
• Agilent Wash Buffer 1 for Agilent CGH Arrays  

Cat. #5188‐5221, 4L container with spout 

• Agilent Wash Buffer 2 for Agilent CGH Arrays  
Cat. #5188‐5222, 4L container with spout 

• Acetonitrile, for HPLC and GC, 99.9% Purity 

Instrument Setup 

1. Insert clean, standard (670 ml) baths into the instrument in 
posiƟons 1, 2 and 3 and rotate all temperature sensors 
down. 

2. Fill the three baths with the reagents shown in the image 
above and 2 to within ½ inch of the rim. 

3. Turn on power to the instrument (right side, at back).  

4. Place sƟr bars in all baths and turn rotaƟon seƫng up unƟl 
a gentle vortex is formed in each. 

5. Turn on power to Bath 2 controller and set to 37°C.  The other 
baths should remain at room temperature. 

6. After Bath 2 temperature has stabilized (~10 min), prepare a 
12‐position rack with SomaScan slides ready for processing 
and place near Bath 1.  

7. Select and Run protocol SomaWash from the touch screen. 
ParƟally submerge and hold the slide rack in Bath 1. AŌer 
the gripper arm lowers, place and hold the rack handle onto 
the paddle bumps unƟl the gripper closes. The instrument 
will  perform the protocol and then slowly withdraw the 
rack from Bath 3 and stop in the UP posiƟon above the 
bath.  

8. Push the tab on the back of the gripper paddle screen to 
release the rack. 

 

— End —  

Bath 2 
Wash Buffer 2 for CGH Arrays  

670 ml @ 37°C 

empty 

empty 

SƟr bars  

Little Dipper® Processor 
Pub. 154 Rev.C 0818 

METHODS 

SomaScan Array Washing on the LiƩle Dipper Processor 

Bath 3 
Acetonitrile  
670 ml @ RT 

Load rack onto gripper 


